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Harmony PI Filter

Enables Noise Free by SNJ Conditioning

Applications:

7 Power Source

7 Wireless

4 Telecommunications
4 Computing

7 Signal Processing

% Noise-Sensitive Devices
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*Note: Terms and conditions apply to all TransSiP products and solutions. The Terms are
available at www.transsip.com

1/14

© 2019 TransSiP Inc. All rights reserved. Proprietary information and specifications subject to change without notice. /



http://www.transsip.com/
http://www.transsip.com

TransSiP PI™ Series N
Trans
\ Harmony PI Filter

TSNJ-DS-R009

Revision History
3/2026 Revision 9

Design Resources

Evaluation Board N . Hermony vout
e Harmony Evaluation Board Type-B
Configuration with SMA

Reference Materials

e Harmony App Note: For more information, please
contact us at contactus@transsip.com to request
the full Materials Package.

Where to buy

nlqll(eq MFG PN: TSNJ-5A6L26 \h Note: Only available on DigiKey USA website.

Credentials

Check Out

Switching Noise Jitter (SHJ)
SLINGSHOT2021 U/f) UNIVERSITY @b|0x

POWERED BY STARTUP ()

+
]

—

2021 WIKIPEDIA

The Free Encyelopedia

T%’ 1I'(EEHYNSO !_gGII-lEI Tektronix
TECHNOLOGY b h

i
-

Vi SBDC UCHBeal
A AWARDS
Frontier Digital 2016\ "M ESTALE

—-—

() ——
T IEEE Paper: Performance Optimization of Resource-

Constrained Wireless Receiver Front-Ends with
Research in Advanced Integrated Power-Centric Design Approaches h
Systems and Electronics (RAISE) Lab

Technology Winner

Trademark Notice:

TransSiP, TransSiP Pl, Pl by TransSiP, TransSiP-JC, and all identified TransSiP trademarks and logos are the properties of 2/14
TransSiP, Inc. All other trademarks cited herein are the property of their respective owners. ﬁ



https://ieeexplore.ieee.org/document/10905015
https://ieeexplore.ieee.org/document/10905015
https://ieeexplore.ieee.org/document/10905015
https://www.universitylabpartners.org/blog/syntr-health-technologies-triton-biodevices-and-transsip-win-orange-countys-inaugural-pitch-competition-pitch.-launch.-grow
https://www.universitylabpartners.org/blog/syntr-health-technologies-triton-biodevices-and-transsip-win-orange-countys-inaugural-pitch-competition-pitch.-launch.-grow
https://www.universitylabpartners.org/blog/syntr-health-technologies-triton-biodevices-and-transsip-win-orange-countys-inaugural-pitch-competition-pitch.-launch.-grow
https://www.designnews.com/congratulations-ubms-2016-ace-awards-finalists-announced
https://en.wikipedia.org/wiki/Switching_Noise_Jitter_(SNJ)
https://www.u-blox.com/en/press-releases/matrix-industries%E2%80%99-pioneering-no-charge-gnss-smartwatch-has-u-blox-and-transsip-pi
https://www.designnews.com/congratulations-ubms-2016-ace-awards-finalists-announced
https://en.wikipedia.org/wiki/Switching_Noise_Jitter_(SNJ)
https://www.switchsg.org/channels/slingshot-2021/overview
https://static1.squarespace.com/static/5704527720c647241f77b236/t/5829eb7be4fcb505194abf17/1479142271090/TransSiP_Case_Study.pdf
https://www.linkedin.com/posts/rf-%26-microwave-instruments-%26-measurements_oscilloscope-ims2024-activity-7208501290333601792-R1o6/?utm_source=share&utm_medium=member_desktop&rcm=ACoAAAGhYqEBETM9-3y457FbJ7njxeYfEDRrGVM
https://static1.squarespace.com/static/5704527720c647241f77b236/t/5829eb7be4fcb505194abf17/1479142271090/TransSiP_Case_Study.pdf
https://www.linkedin.com/posts/rf-%26-microwave-instruments-%26-measurements_oscilloscope-ims2024-activity-7208501290333601792-R1o6/?utm_source=share&utm_medium=member_desktop&rcm=ACoAAAGhYqEBETM9-3y457FbJ7njxeYfEDRrGVM
https://www.digikey.com/en/products/detail/transsip/TSNJ-5A6L26/22678482
https://www.digikey.com/en/products/detail/transsip/TSNJ-5A6L26/22678482
https://ieeexplore.ieee.org/document/10905015
https://www.u-blox.com/en/press-releases/matrix-industries’-pioneering-no-charge-gnss-smartwatch-has-u-blox-and-transsip-pi

TransSiP PI ™ Series .
Trans
\ Harmony PI Filter

TSNJ-DS-R009
Contents

T deTo [0l 4 1] o HA OO TP SPOUOOTPPPRTOPPR 4
1.1 Power INtegrity APPICAtIONS .....eeiiiiiiie e e e e e e e tre e e et b e e e eateeeenabeeeeensteeeennsaeesensens 4
1.2 Typical application: POL Filter — Type B Configuration ..........coeeeiiiiiiiiiie ettt 4
1.3 Fi oo Tor: Ao T 1T aaT o1 1TSS 6
1.4 Insertion Loss Characteristics (Native, without Bulk Capacitor) .........ccceeeeiieiieiiiee e 7
2.0 MFG PN:TSNI-5ABL26 ..ottt ettt e e et e e et e e et e e e e e e eaeeean e eeaanaes 7
2.1 Pin AssignmeNnt and PaCKage TY P coeeiiiiiiiiee ettt e e e e ttte e e e e s e s te e e e s e e santaeeeeseesnntaaneeeeeeennssnnnns 8
3.0 Circuit Topology and Layout GUIdeliNe ......ccceeeeeeieieiiiieeieeeeeeeeeeeeeeeeeeee e 8
3.1 FOr SNJ ElIMINation ON SIMIPS .......oo ittt ettt et e st e s st ae e e st e e e s sate e e sabeeessnsteeeensbenesnnsens 8
3.2 Harmony Grounding and Layout GUIAEIINES .......cccuieiiiciiiieiiiiie ettt ettt e e e e sbae e e are e e e eabae e e 9
4.0 Package and PCB Land Pattern Information .........cccceveeciiiieei e, 11
5.0 Tape and Reel INfOrmation .........coeeiiiiiiiie e e 12
6.0 Handling and SOIAEIING ......uvvveiiie e e e e 13
6.1 Moisture Sensitivity Level 2a (MSL 2a) Handling at PCB ASSEMDBIY ........cocciiiiiiiiieciieee et 13
6.2 2] 11 1RSSR 13

3/14




TransSiP PI ™ Series

. Trans;s{iz"
Q. . \ Harmony PI Filter
Irvine, CA since 2014

TSNJ-DS-R009

Introduction

1.1

1.2

The Harmony PI Filter (TSNJ-5A6L26) is the world’s first passive power integrity (Pl) filter designed to enable
DC power delivery at the intrinsic noise floor, leaving the noise floor as the only limit for your noise-sensitive
applications. Our patented Switching Noise lJitter (SNJ) conditioning technology provides robust noise
elimination from DC to 6 GHz, and easily be configured to 20 GHz, in both time and frequency domains. The
Harmony PI Filter can free up 90% of valuable PCB board space by eliminating 80% of passive components
on a power distribution network (PDN). This allows for the addition of more high-value features within the
same PCB real estate, achieving fail-safe design, 10x clear signal, faster computation while using less power,
ultra-stable power source, lower bit-error-rate (BER), and increased stability and reliability. Despite its
powerful capabilities, the Harmony PI Filter comes in a tiny package of just 2.2 mm x 2.6 mm x 0.9 mm.

Harmony can be applied in both the power chain and signal chain. When used in the power chain, its time-
domain feature suppresses SNJ and chaotic noise of a switching mode power supply. This results in smaller
high-speed current loops, eliminating EMI, stabilizing switching power supplies, and increasing power
conversion efficiency. Harmony also helps isolate noise generated from other parts of a circuit, preventing
it from affecting the entire system, including simultaneous switching noise (SSN) and ground bounce.
Additionally, Harmony can significantly improve transient response by eliminating parasitic inductances,
problematic anti-resonance peaks, impedance violations, LC tank oscillations, voltage overshoot, and
incorrect operation, all of which are commonly caused by ferrite beads, capacitor banks, EMI filters, and
PCB layouts.

For small signals produced by sensors below 1Hz to a few hundred Hz, such as geophones, applying
Harmony to the signal chain provides a native 3dB cutoff at 700 Hz and eliminates all unwanted signals and
noise beyond that. This helps simplify system architecture and reduce costs by eliminating the need for
power-hungry and complex digital filtering, such as delta-sigma A/D converters.

Power Integrity Applications Key Features:
Max Rating: 5A 6V at 25°C

e Data Center: Timing Circuit, TIA, Laser Source, Laser
e Enables Noise Floor DC Delivery

Driver, Equalizer, Cable Driver, SerDes, Photodiode,
ACC, AEC, AOC, OSFP, QSFP e Time Domain SNJ Conditioning
e Native 3dB Cutoff: 700 Hz

Noise Suppression from DC up to 20 GHz

DC Resistance: 39 mQ

e Computing: GPU, TPU, DDR, HBM, Memory e Operating Temperature: -55°C to +85°C
Controller, SSD, Quantum e RoOHS

o 2.2x2.6x0.9[mm]

e Wireless: Timing Circuit, Digitizer, Wireless Backhaul,
SoC, LNA, 5G, 6G, GPS, Satlet, Modular Spacecraft

e Signal Processing: ADC, DAC, FPGA

Typical application: POL Filter — Type B Configuration
Place it at the point of load (POL). No small-value capacitors are needed. To obtain the detailed
application notes, email contactus@transsip.com to inquire about the Harmony Materials Package.

TSNJ-5A6L26
VCC_IN VCC_OUT

1 ]

47uF—'— 47 uF ==

v 10V
—_ Patented
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S21 profile of the Type-B Configuration EVB, VNA IF BW [3700 Hz]:

S248N LOG 10 dB/REF -60 dB 51-50,463 dB 6 000,000 000 MHz
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1.3 Application Examples

Noise Free Power Rails and Insolation at POL:

Type-B Configuration

Noise Sensitive
Sub-system
(e.g. RF, Codec,
Sensors, Analog)

Primary Power Source
(e.g. SMPS, LDO, VRM,
Energy Harvesting)

Noise Generating
Sub-system
(e.g. PA, I/0Os,
Processor)

Check out the videos for Noise Free Switcher:

TransSiP Pl Series - Part 2: ADI Silent Switcher LT8622S Becomes Noise-Free

TransSiP Pl Series - Infiniilum MXR B-Series, Part 1 of ADI Silent Switcher LT8622S

Eliminate DC-DC Effect for Ultra-Low Phase Noise

System
Clock
5G
Systems
Harmony PI Filter 0OCX0/VCXO
For 5G
Noisy Al VDD
SMPS
Type-B Configuration
Simplify Signal Chain and Significantly Lower Energy Consumption
Low-cost
Low-power
Wirelss SoC

Simple Progressive
A/D input

Conditioned
Signal

Single-stage
High-gain Pre-amp

6/14
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1.4 Insertion Loss Characteristics (Native, without Bulk Capacitor)

$214M LOG 10 dB/REF @ dB 1:-86,537 dB  13.900 000 MHz
CH1 Markers
| 2:-31.686 dB
18 MH=z= 30.80600 kHz
3-61.644 dB
1.80000 MHz

START .030 600 MHz STOP 6 B20.000 AAA MHz
30 kHz 100 kHz 1 MHz 10 MHz 100 MHz 1 GHz 6 GHz
2.0 MFG PN: TSNJ-5A6L26
Harmony PN —
TSN-D@O® Characteristics SYMBOL DESCRIPTION

@) Current Rating Ampacity = 5A at 25°C ]

@ Reserved A Current Identifier

® Voltage Rating See Note [2] for Derating

® Package L26 LGA-2226 /2.2 mm x 2.6 mm x 0.9 mm

*Note [1]: The maximum ampacity is rated at 25°C with adequate ventilation. Derating is required to prevent
thermal damage to the internal structures.
*Note [2]: To maintain long-term reliability during extended operation, it is recommended to derate the operating

voltage.
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2.1  Pin Assignment and Package Type

Harmony Pin Function
GND | 2 | | 3 | VOUT LGA-2226 Name

V 1 Vin Voltage / Signal Input

" GND 2 GND Ground
GND | 6 | | 5] GND 3 Vour Voltage / Signal Output

4 GND Ground

5 GND Ground

6 GND Ground

LGA-2226

(BOTTOM VIEW)

3.0 Circuit Topology and Layout Guideline
3.1  For SNJ Elimination on SMPS

SMPS Harmony %
Power Inductor

1 — Bulk Cap
T FB —{GND  GND |
GND GND
6 5
£ Jf €L €L Patented

Note [1]: For the best result of SNJ elimination, place the Harmony in close proximity to the power
inductor and feedback (FB) node with traces as wide and as short as possible. Pay attention to the
Grounding Guidelines in section 3.2.

Note [2]: To enhance the noise suppression bandwidth (S21) of Harmony, use the Type-B
configuration as shown in the Section 1.1. This will significantly deepen and widen the S21
compared to its native performance, as detailed in section 1.2. Bulk capacitors typically have
large capacitance or consist of a bank of large capacitors. Small value capacitors are not
necessary.

Glossary: SMPS stands for Switching Mode Power Supply
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3.2  Harmony Grounding and Layout Guidelines

The layout of grouding vias is of utmost importance. Key notes on layout are listed as follows:

1. Ground Plane — Use a ground plane in the inner layer immediately below the Harmony. Connect
each GND terminals directly to the ground plane using ground vias. Mechanical drill holes of 0.2 mm
(8 mil) are adequate and must be placed immediately adjacent to the ground terminals, as shown
in the pictures below. At least one ground via should be used at each end of the GND terminals. Do
not use long trace and thermal reliefs to connect the GND terminals. The ground plane should be
directly connected to a battery or power source using the widest and shortest connection possible.

2. Via-in-Pad — For a compact design, using via-in-pad to connect all the GND terminals of Harmony is
highly recommended.

3. Laser Drill —Since the typical diameter of a laser drill via is 100 um or less, use numerous laser vias
instead of placing just a few in each of the GND terminals of Harmony.

4. VIN and VOUT Traces — Do not overlap VIN and VOUT traces or power planes in vertically
overlapping layers, which will cause noise on the VIN couple to VOUT.

5. Stitching Vias — Ground planes between different layers should be interconnected with as many
ground vias in close proximity as possible. Avoid using a single via or vias with large separation to
connect different layers of ground planes.

Use stitching vias generously around the Harmony’s GND terminals. This practice minimizes ground
inductance on Harmony across at least 6 GHz bandwidth, enhancing high-frequency performance.

Grounding Vias
Too Far Away

Via on Pad:

Too Weak
Mechanical Drilled -- E]

Grounding Vias

=

Via on Pad:

Laser Drilled Too Weak

Grounding Vias
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Example Layout: Harmony for SMPS

(TOP LAYER PLACEMENT)

GND
GND. . . .

- |
3 2 0__ Power Inductor
rerlL ]‘1/
sl ¢ ® @
l'l

.( Harmony ll_l L'

6 m|Is

mechwcal drlu - PUIPS
GND
GND

w [ E"

® & O & O s5vse

Example Layout: Harmony Type-B Configuration on Power Rail

When the bulk cap’s GND terminalis This represents the most effective GND connection for the bulk
connected back to the Harmony’s GND capacitors, ensuring maximum noise suppression at frequencies
terminal, it may degrade noise suppression from 1.6 GHz to 6 GHz.

performance at around 1.6 GHz and above.
Extending the VOUT rail by approx. 5~8mm in this section can

further enhance S21 noise suppression by about 5~10dB in the
3~6 GHzrange.

VIN

vout e
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4.0 Package and PCB Land Pattern Information

Harmony LGA-2226

B 2.60 £0.05 |
f PIN 1 MARK
o|| [

o
o Top View
g
v
lé
=
(o))
o
) f
s [ 100 0.65 1
| ok
~
] B
l T 10.45 ‘ ‘ ‘ l
dT _ 120 l
N
T —» 045 I,
o
g o
°, <~—o025 Bottom View

TSNJ-DS-R009

Unit: mm

LGA-2226 PCB Land Pattern
(Top View)

2.10

# 1.00 : . 0.65 .

1.70

0.275—» |fe—

0.45

Marking

} TSNJ

WWYY

TransSiP

4-Digit Date Code Syntax: Week No. Year
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5.0 Tape and Reel Information

Reel Dimensions

Reel
Diameter

L

Reel Width (W1)

TSNJ-DS-R009

Tape Dimensions

A

Y
i

Y
=D

A
A

Quadrant Assignments for Pin 1 Orientation in Tape

Sprocket Holes

)

Direction of Feed

% 1 Q4
\ \

Pocket Quadrants

. Reel
Device | Tackage | g, | Pinl Reel | \igth | A | B | K |P | H | w| &
Type Quadrant | Diameter W1 Reel
Harmony | LGA-2226 6 Q2 180 12.0 2.4 | 2.8 1.1 |40 | 40| 8.0 3000
12/14
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6.0 Handling and Soldering

6.1  Moisture Sensitivity Level 2a (MSL 2a) Handling at PCB Assembly

The Harmony Pl Filter is rated as MSL 2a and needs to be handled with proper MSL 2a guidelines to avoid
damage from moisture absorption and exposure to solder reflow temperatures that can result in yield and
reliability degradation.

MSL 2a devices are dry-packed before shipment from TransSiP. The packing uses a Moisture Barrier Bag
(MBB). A Humidity Indicator Card (HIC) and drying desiccant are included inside the MBB. Shelf life of
devices in a sealed bag is 12 months at <40°C and <90% room humidity (RH).

Upon opening of MBB, the HIC should be checked immediately; devices require baking before board
mounting if the HIC is >10% when read at 23°C +5°C.

After MBB is opened, devices should go through reflow for board assembly within 4 weeks at factory
conditions of <30°C/60% RH or stored at <10% RH. If both conditions are not met, baking is required before
board mounting.

If baking is required, devices should be baked for a minimum of 9 days at 40°C, <5% RH, or 60 hours at *60°C
+5/-0°C, < 5% RH.

*Note: DO NOT bake parts over 65°C while contained in tape/reels as shipped from TransSiP. For baking
over 65°C, remove individual parts and place them onto oven tray. If shorter bake times are desired, refer
to IPC/JEDEC J-STD-033 for baking procedure.

6.2 Reflow

The Harmony is compatible with lead free soldering processes as defined in IPC/JEDEC J-STD-020. The
reflow profile must not exceed the profile given IPC/JEDEC J-STD-020 Table 5-2, “Classification Reflow
Profiles”.

30s Max
250 b o o o e
200 | _ o e
1~4° C/s
o
°
2 140~180° C
S
[T}
Q.
£
o
=
Approx. 120s 80s Max
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IMPORTANT NOTICE

TransSiP Incorporated (hereinafter referred to as TransSiP) reserves the right to make corrections, enhancements,
improvements and other changes to its products and services. TransSiP products and product specifications are
subject to change without notice. Buyers should obtain the latest relevant information before placing orders and
should verify that such information is current and complete.

TransSiP’s terms of sale for TransSiP products apply to the sale of TransSiP products that TransSiP has qualified and
released to the market. Additional terms may apply to the use or sale of TransSiP products and services.

Although TransSiP makes continuous efforts to provide accurate information and to improve the quality and reliability
of TransSiP products, nevertheless semiconductors and other electronic components exhibit MTFF (mean time to first
failure) and lifetime characteristics which are highly dependent on circuit design and operating conditions. Therefore
Designers and others who are developing systems that incorporate TransSiP products (collectively, “Designer or
Designers”) understand and agree that Designers remain responsible for using their independent evaluation, analysis
and judgment in designing their applications and that Designers have full and exclusive responsibility to assure the
safety and compliance of designed applications with all applicable norms and regulations. Designers represent that,
with respect to designed applications, Designers have all the necessary expertise to create and incorporate adequate
safety measures in designed applications that (1) anticipate dangerous consequences of failures, (2) where applicable
or as required by existing norms and regulations, monitor failures and their consequences, and (3) and take suitable
actions to reduce the possibility of failures that might cause injury and/or damage. Designers agree that prior to using
or releasing any applications that include TransSiP products, Designers will thoroughly test the applications and the
functionality of such TransSiP products as used in the applications.

Unless presenting certifications of conformance to applicable norms by the appropriate authorities, TransSiP products
are neither intended nor warranted for use in applications including, but not limited to, devices or equipment used in
(1) nuclear facilities, (2) aerospace industry, (3) life-critical medical equipment, (4) automobile industry and other
transportation industry, and (5) safety devices and equipment to control combustions and explosions, where
malfunction or failure of such applications would cause loss of human life, bodily injury and/or serious property
damage.

TransSiP’s provision of technical or other design advice, data or services or information including, but not limited to,
reference designs and materials (collectively, “TransSiP Resources”) are intended to illustrate the operation and
characteristics of TransSiP products and to assist Designers who are developing applications that incorporate TransSiP
products as components. TransSiP neither makes nor implies warranties or representations with respect to the
accuracy or completeness of the TransSiP Resources nor grant any license to any of TransSiP’s intellectual property
rights or those of any third party concerning the TransSiP Resources. Depending on the characteristics of the individual
design, use of TransSiP Resources may require a license from a third party under the patents or other intellectual
property of the third party, or a license from TransSiP under the patents or other intellectual property of TransSiP.
Designer (individually) or Designer’s company (if Designer is acting on behalf of a company) agrees to use TransSiP
Resources subject to the terms of this Notice.

TRANSSIP RESOURCES AND PRODUCTS ARE PROVIDED “AS IS” AND WITH ALL FAULTS. TRANSSIP DISCLAIMS ALL
OTHER WARRANTIES OR REPRESENTATIONS, EXPRESS OR IMPLIED, INCLUDING BUT NOT LIMITED TO ACCURACY OR
COMPLETENESS, TITLE, ANY EPIDEMIC FAILURE WARRANTY AND ANY IMPLIED WARRANTIES OF MERCHANTABILITY,
FITNESS FOR A PARTICULAR PURPOSE, AND NON-INFRINGEMENT OF ANY THIRD PARTY INTELLECTUAL PROPERTY
RIGHTS.

All rights reserved. No part of this datasheet may be copied or reproduced unless agreed by TransSiP in writing in
advance.

Copyright © 2026, TransSiP Inc.
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